
LEGENDEX ROGUE M.O.L.L.E
PRODUCT CODE: MR-70-B-1

70 series Bracket Cowling Light mount Pair 
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Once you have unpacked the system from the box make sure you have all parts that are
listed on the packing list below.

MR-70-B-R             RIGHT SIDE BRAKCT                1

MR-70-B-L             LEFT SIDE BRACKET                  1

CHECK YOUR PACK LIST

COMPONENTS

TOOLS REQUIRED
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Wear protective clothing including eye wear.
Clean Hands work best.
Disconnect the Battery to ensure you don’t earth out. Or Use an Auto-
electrician.

IMPORTANT

Screw Driver

Flat Head Screw Driver
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Permanent maker 

Touch-up paint

Hacksaw ,angle grinder or nibbler
Scissors
Sand Paper



STEP 1

STEP 2

Start with double-checking all the correct components and gathering the tools required.

Loosely place mounting bracket on
cowling as per photo and mark out
the cutting area
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INSTALLING YOUR NEW ROGUE M.O.L.L.E

STEP 3
Mark both sides before removing the
wiper cowling

STEP 4
After marking your cutting, remove
wiper blade arms and front screws,
Then remove wiper blade cowling
(arrow shows) ready to notch for
your brackets
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STEP 5

STEP 6

STEP 7

To make cutting neater pre-drill the
inside corners of the cut. This will give
a better end result and make the job
easier

Cut out your notch with a hacksaw,
angle grinder or nibbler. Paint the
exposed metal with touch-up paint.
We also recommend rounding off the
sharp corners for a professional finish

Loose fit Wiper Motor cowling to
marks rubber bonnet seal for cutting
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STEP 8

STEP 9

STEP 10

Mark the rubber bonnet seal for
cutting

Trip rubber mounting seal as
required then Remove factory bolt
ready for fitment
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INSTALLING YOUR NEW ROGUE M.O.L.L.E

Fit bracket with factory bolt, be sure
to line the bracket as close as
possible to the cowling, carefully
close the bonnet checking for
clearance
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THANKS FOR CHOOSING A LEGENDEX PRODUCT
Make sure to join " The Legendex Nation" Facebook group to show off
your rig, share your knowledge and support other legends who share

the same passion for getting off-road and exploring Australia.
 

Be sure to follow us on Instagram @legendex and use the
#legendexnation hashtag on your post to be featured!
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